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§58.41

objectives described in sections 4.1 and
4.2 of appendix D to this part.

(b) For purposes of plan development
and approval, the stations established
or designated as PAMS must be sta-
tions from the SLAMS network or be-
come part of the SLAMS network re-
quired by §58.20.

(c) The requirements of appendix D
to this part applicable to PAMS must
be met when designing the PAMS net-
work.

§58.41 PAMS network description.

The PAMS network description re-
quired by §58.40 must contain the fol-
lowing:

(a) ldentification of the monitoring
area represented.

(b) The AIRS site identification form
for existing stations.

(c) The proposed location for sched-
uled stations.

(d) Identification of the site type and
location within the PAMS network de-
sign for each station as defined in ap-
pendix D to this part except that dur-
ing any year, a State may choose to
submit detailed information for the
site scheduled to begin operation dur-
ing that year’s PAMS monitoring sea-
son, and defer submittal of detailed in-
formation on the remaining sites until
succeeding years. Such deferred net-
work design phases should be submit-
ted to EPA for approval no later than
January 1 of the first year of scheduled
operation. As a minimum, general in-
formation on each deferred site should
be submitted each year until final ap-
proval of the complete network is ob-
tained from the Administrator.

(e) The sampling and analysis meth-
od for each of the measurements.

(f) The operating schedule for each of
the measurements.

(9) An O3 event forecasting scheme, if
appropriate.

(h) A schedule for implementation.
This schedule should include the fol-
lowing:

(1) A timetable for locating and sub-
mitting the AIRS site identification
form for each scheduled PAMS that is
not located at the time of submittal of
the network description;

(2) A timetable for phasing-in oper-
ation of the required number and type
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of sites as defined in appendix D to this
part; and

(3) A schedule for implementing the
quality assurance procedures of appen-
dix A to this part for each PAMS.

§58.42 PAMS approval.

The PAMS network required by
§58.40 is subject to the approval of the
Administrator. Such approval will be
contingent upon completion of each
phase of the network description as
outlined in §58.41 and upon conform-
ance to the PAMS network design cri-
teria contained in appendix D to this
part.

§58.43 PAMS methodology.

PAMS monitors must meet the mon-
itoring methodology requirements of
appendix C to this part applicable to
PAMS.

§58.44 PAMS network completion.

(a) The complete, operational PAMS
network will be phased in as described
in appendix D to this part over a period
of 5 years after;

(1) February 12, 1993; or

(2) Date of redesignation or reclassi-
fication of any existing Oz nonattain-
ment area to serious, severe, or ex-
treme; or

(3) The designation of a new area and
classification to serious, severe, or ex-
treme O3z nonattainment.

(b) The quality assurance criteria of
appendix A to this part must be imple-
mented for all PAMS.

§58.45 PAMS data submittal.

(a) The requirements of this section
apply only to those stations designated
as PAMS by the network description
required by §58.40.

(b) All data shall be submitted to the
Administrator in accordance with the
format, reporting periods, reporting
deadlines, and other requirements as
specified for NAMS in §58.35.

(c) The State shall report NO and
NOx data consistent with the require-
ments of §58.35 for criteria pollutants.

(d) The State shall report VOC data
and meteorological data within 6
months following the end of each quar-
terly reporting period.
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§58.46 System modification.

(@) Any proposed changes to the
PAMS network description will be
evaluated during the annual SLAMS
Network Review specified in §58.20.
Changes proposed by the State must be
approved by the Administrator. The
State will be allowed 1 year (until the
next annual evaluation) to implement
the appropriate changes to the PAMS
network.

(b) PAMS network requirements are
mandatory only for serious, severe, and
extreme Oz nonattainment areas. When
any such area is redesignated to at-
tainment, the State may revise its
PAMS monitoring program subject to
approval by the Administrator.

Subpart F—Air Quality Index
Reporting

§58.50 Index reporting.

(a) The State shall report to the gen-
eral public on a daily basis through
prominent notice an air quality index
in accordance with the requirements of
appendix G to this part.

(b) Reporting must commence by
January 1, 1981, for all urban areas
with a population exceeding 500,000,
and by January 1, 1983, for all urban
areas with a population exceeding
200,000.

(c) The population of an urban area
for purposes of index reporting is the
most recent U.S. census population fig-
ure as defined in §58.1 paragraph (s).

[44 FR 27571, May 10, 1979, as amended at 51
FR 9586, Mar. 19, 1986. Redesignated at 58 FR
8467, Feb. 12, 1993]

Subpart G—Federal Monitoring

SOURCE: 44 FR 27571, May 10, 1979. Redesig-
nated at 58 FR 8467, Feb. 12, 1993.

§58.60 Federal monitoring.

The Administrator may locate and
operate an ambient air monitoring sta-
tion if the State fails to locate, or
schedule to be located, during the ini-
tial network design process or as a re-
sult of the annual review required by
§58.20(d):

(a) A SLAMS at a site which is nec-
essary in the judgment of the Regional
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Administrator to meet the objectives
defined in appendix D to this part, or

(b) A NAMS at a site which is nec-
essary in the judgment of the Adminis-
trator for meeting EPA national data
needs.

§58.61 Monitoring other pollutants.

The Administrator may promulgate
criteria similar to that referenced in
Subpart B of this part for monitoring a
pollutant for which a National Ambi-
ent Air Quality Standard does not
exist. Such an action would be taken
whenever the Administrator deter-
mines that a nationwide monitoring
program is necessary to monitor such a
pollutant.

APPENDICES TO PART 58

APPENDIX A—QUALITY ASSURANCE RE-
QUIREMENTS FOR STATE AND LOCAL
AIR MONITORING STATIONS (SLAMS)

1. General Information.

This appendix specifies the minimum qual-
ity assurance requirements applicable to
SLAMS air monitoring data submitted to
EPA. States are encouraged to develop and
maintain quality assurance programs more
extensive than the required minimum.

Quality assurance of air monitoring sys-
tems includes two distinct and important
interrelated functions. One function is the
control of the measurement process through
the implementation of policies, procedures,
and corrective actions. The other function is
the assessment of the quality of the monitor-
ing data (the product of the measurement
process). In general, the greater the effort ef-
fectiveness of the control of a given monitor-
ing system, the better will be the resulting
quality of the monitoring data. The results
of data quality assessments indicate whether
the control efforts need to be increased.

Documentation of the quality assessments
of the monitoring data is important to data
users, who can then consider the impact of
the data quality in specific applications (see
Reference 1). Accordingly, assessments of
SLAMS data quality are required to be re-
ported to EPA periodically.

To provide national uniformity in this as-
sessment and reporting of data quality for
all SLAMS networks, specific assessment
and reporting procedures are prescribed in
detail in sections 3, 4, and 5 of this appendix.

In contrast, the control function encom-
passes a variety of policies, procedures, spec-
ifications, standards, and corrective meas-
ures which affect the quality of the resulting
data. The selection and extent of the quality
control activities—as well as additional
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